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Technical Data

Product Description
Base Polymer
Polyamide 66

Special Features
easy release (demoulding), heat stabilised

Market Segment
packaging, Medical / Personal Care

Application Area
injection moulded parts, various

General
Material Status • Commercial: Active

Search for UL Yellow Card • MOCOM Compounds GmbH & Co. KG
• ALCOM®

Availability • Asia Pacific • Europe • North America

Additive • Heat Stabilizer

Features • Good Mold Release • Heat Stabilized

Uses
• General Purpose
• Medical/Healthcare

Applications
• Packaging
• Personal Care

Processing Method • Injection Molding

Physical Dry Conditioned Unit Test Method

Density 1.14 -- g/cm³ ISO 1183

Molding Shrinkage ISO 294-4

Across Flow : 24 hr 1.5 to 1.9 -- %

Flow : 24 hr 1.6 to 2.0 -- %

Mechanical Dry Conditioned Unit Test Method

Tensile Modulus 421000
(2900)

174000
(1200)

psi
(MPa) ISO 527-1

Tensile Stress (Yield) 12200
(84.0)

7980
(55.0)

psi
(MPa) ISO 527-2

Tensile Strain ISO 527-2

Yield 4.2 22 %

Break 20 140 %

Flexural Modulus 421000
(2900)

174000
(1200)

psi
(MPa) ISO 178

Flexural Stress (3.5% Strain) 13100
(90.0)

5080
(35.0)

psi
(MPa) ISO 178
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 Impact Dry Conditioned Unit Test Method
Charpy Notched Impact Strength ISO 179/1eA

-40°F (-40°C) 2.1
(4.5) -- ft·lb/in²

(kJ/m²)

73°F (23°C) 2.6
(5.5)

9.5
(20)

ft·lb/in²
(kJ/m²)

Charpy Unnotched Impact Strength ISO 179/1eU

-40°F (-40°C) 62
(130) -- ft·lb/in²

(kJ/m²)

73°F (23°C) No Break No Break  

Thermal Dry Conditioned Unit Test Method
Deflection Temperature Under Load ISO 75-2/A

264 psi (1.8 MPa), Unannealed 167
(75.0) -- °F

(°C)

Melting Temperature 505
(263) -- °F

(°C) ISO 11357-3

Injection Dry (English) Dry (SI)
Drying Temperature - Desiccant Dryer 176 °F 80 °C  
Drying Time - Desiccant Dryer 2.0 to 12 hr 2.0 to 12 hr  
Suggested Max Moisture 0.12 % 0.12 %  
Processing (Melt) Temp 518 to 554 °F 270 to 290 °C  
Mold Temperature 104 to 176 °F 40 to 80 °C  

Notes
1 Typical properties: these are not to be construed as specifications.
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