
 

Armavyl I80-FD/UV 
 UV stabilized plasticized phthalate free 

PVC compound in pellets 
 
 

TECHNICAL DATA : 

    

CHARACTERISTICS TEST METHOD M. UNIT VALUE 

Tensile Strength at Yield ISO 527 Mpa >15,00 

Elongation ISO 527 % >340 

Hardness ISO 868 Shore A 80  3 

Specific Gravity ISO1183 gr/ cm3 1,23  2 

 
 
 

PROCESS :  

    

INJECTION: (suggested) 140 C , 150 C , 160 C , 170 C  

  

APPLICATION: 

    

General Purpose injection Items, Toys, Outdoor usage  

 

FOOD CONTACT : 

    
All the raw materials PVC polymer, plasticizer and additives that are used in this formulation are included 
in the list of authorized substances for the preparation of mixtures that are intended for food contact 
according to Annex I of Regulation (EU) No 10/2011 of 14 January 2011. 
Maximum content of RVCM (residual vinyl chloride monomer) in the compound is less than 1 ppm  
(1 mg/kg). The following group restrictions apply according to Annex1, Table1 & Table2 for the approved 
FCM substances used in the formulation.  

FCM CAS No SML [mg/kg] Group Restriction No 

532 8013-07-8 60 
(32) SML: 60 mg/kg 

798 6422-86-2 60 

 

REMARKS - COLOR: 

    

Ca-Zn (non-toxic) stabilizers, phthalate free, crystal-clear transparency, UV-Stabilized (2‰) 

 

 

ARMAPLAST S.A.  
 

MANUFACTURE OF PVC COMPOUNDS 
P. RALLI 17 – 177 78   ATHENS – GREECE 

TEL: +30 210 3450286 –  FAX : +30 210 3425644 
Url: www.armaplast.gr 

e-mail : info@armaplast.gr 

https://webgate.ec.europa.eu/foods_system/main/?event=groupRestriction.view&identifier=32&version=1
http://www.armaplast.gr/

