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Applica�ons:
Furniture, Flexible packaging., household items

Processes:
Film Extrusion, Thermoforming, Injec"on molding

Typical Proper�esª
Feature Method Units Values

Melt Flow Rate (230°C/2.16 kg) ISO 1133 g/10 min 3.5
Density ISO 1183-1 g/cm³ 0.900
Flexural Modulus ª ISO 178 MPa 1000
Tensile Strength at Yield ª ISO 527-1 MPa 24
Tensile Elonga"on at Yield ª ISO 527-1 % 9
Notched Charpy Impact Strength at 23°C ª ISO 179 kJ/m² 14
Notched Charpy Impact Strength at 0°C ª ISO 179 kJ/m² 7
Notched Charpy Impact Strength at -20°C ª ISO 179 kJ/m² 4
Heat Deflec"on Temperature under Load at
0.455 MPa ª ISO 75-1/75-2 °C 76

Vicat SoAening Temperature at 10 N ª ISO 306 °C 158
a ) Inje c"on mol de d s pe ci me n a ccordi ng to ISO 294.

-
1. Storage: 

Re comme nde d s tora ge  i s  a  cool , dry pl a ce  prote cte d from di re ct s unl i ght. Hi gh te mpe ra ture s  a nd hi gh a tmos phe ri c humi di ty
duri ng s tora ge  ma y ha ve  a n i mpa ct on product pe rforma nce . 
 

2. Disclaimer:
Bra s ke m Ne the rl a nds  B.V. or a ny of i ts  a ffil i a te s  a s s ume s  no l i a bi l i ty on the  s ui ta bi l i ty of the  product a s  de s cri be d
i n thi s  docume nt for a ny i nte nde d us e  i n a ny a ppl i ca "on unl e s s  s e pa ra te l y a gre e d i n a  contra ct. Al l  wa rra n"e s  or
me rcha nta bi l i ty or fitne s s  for a  pa r"cul a r purpos e  a re  e xpre s s l y e xcl ude d.
Bra s ke m Ne the rl a nds  B.V. doe s  not s upport the  us e  of the  product a s  de s cri be d i n thi s  docume nt i n a ny me di ca l
a ppl i ca "on re ga rdl e s s  of the  Me di ca l  De vi ce  Re gul a "on (2017/745). The  us e  of thi s  product i nto a ny me di ca l
a ppl i ca "ons  re ga rdl e s s  of cl a s s i fica "on or i nte nde d us e , re qui re s  wri He n a pprova l  from Bra s ke m Ne the rl a nds  B.V..
Bra s ke m Ne the rl a nds  B.V. a s s ume s  no obl i ga "on or l i a bi l i ty for the  i nforma "on provi de d i n thi s  docume nt.

3. Customer No�ce: 
Bra s ke m s trongl y e ncoura ge s  i ts  cus tome rs  to re vi e w both the i r ma nufa cturi ng proce s s e s  a nd the i r a ppl i ca "ons  of Bra s ke m
products  from a  huma n he a l th a nd e nvi ronme nta l  qua l i ty s ta ndpoi nt to e ns ure  tha t Bra s ke m products  a re  not us e d i n wa ys
tha t a re  not i nte nde d or te s te d. Bra s ke m product l i te ra ture , i ncl udi ng Sa fe ty Da ta  She e ts , s houl d be  cons ul te d pri or to
us i ng Bra s ke m products . 
 

Curre nt Sa fe ty Da ta  She e ts  a re  a va i l a bl e  from Bra s ke m.
Bra s ke m Ne the rl a nds  B.V. s trongl y re comme nds  be fore  us e , to cons ul t the  Sa fe ty Da ta  She e t.

 
For re gul a tory i nforma "on, pl e a s e  conta ct  polymer.compliance-europe@braskem.com    

 

Polypropylene DC7056.05

Descrip�on:
BRASKEM Polypropylene DC7056.05 is an Impact Copolymer developed for film-extrusion, sheet-
extrusion and injec"on molding applica"ons. BRASKEM Polypropylene DC7056.05 combines very
good processability with excep"onal impact strength and high sJfness level.
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