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Technical Data

Product Description
Polifor® CL3 GF/30 is a Polypropylene product filled with 30% glass fiber. It can be processed by injection molding and is available in Africa &
Middle East, Asia Pacific, Europe, Latin America, or North America. Primary characteristic: flame rated.

General
Material Status • Commercial: Active
Literature 1 • Technical Datasheet

UL Yellow Card 2 • E187982-227103
• E477602-102433050

Search for UL Yellow Card • Celanese Corporation
• Polifor®

Availability • Africa & Middle East
• Asia Pacific

• Europe
• Latin America • North America

Filler / Reinforcement • Glass Fiber, 30% Filler by Weight
Processing Method • Injection Molding
Part Marking Code (ISO 11469) • >PP-GF30<
Resin ID (ISO 1043) • PP-GF30

Physical Nominal Value Unit Test Method
Density 1.12 g/cm³ ISO 1183
Melt Mass-Flow Rate (MFR) (230°C/2.16 kg) 3.0 g/10 min ISO 1133

Mechanical Nominal Value Unit Test Method
Tensile Modulus 6200 MPa ISO 527-1
Tensile Stress (Break) 68.0 MPa ISO 527-2/5
Tensile Strain (Break) 3.5 % ISO 527-2/5
Flexural Modulus 5800 MPa ISO 178

Impact Nominal Value Unit Test Method
Charpy Notched Impact Strength (23°C) 20 kJ/m² ISO 179/1eA
Charpy Unnotched Impact Strength (23°C) 80 kJ/m² ISO 179/1eU
Notched Izod Impact Strength (23°C) 20 kJ/m² ISO 180/1A

Thermal Nominal Value Unit Test Method
Deflection Temperature Under Load ISO 75-2/A

1.8 MPa, Unannealed 138 °C
Flammability Nominal Value Unit Test Method

Flame Rating  

1.5 mm HB  UL 94
IEC 60695-11-10, -20

3.2 mm HB  IEC 60695-11-10, -20

Notes
1 These links provide you with access to supplier literature. We work hard to keep them up to date; however you may find the most current literature
from the supplier.
2 A UL Yellow Card contains UL-verified flammability and electrical characteristics. UL Prospector continually works to link Yellow Cards to
individual plastic materials in Prospector, however this list may not include all of the appropriate links. It is important that you verify the association
between these Yellow Cards and the plastic material found in Prospector. For a complete listing of Yellow Cards, visit the UL Yellow Card Search.
3 Typical properties: these are not to be construed as specifications.

1 of 1 Form No. TDS-309083-en
UL LLC ©2025. All rights reserved.
UL Prospector | 800-788-4668 or 307-742-9227 | www.ulprospector.com.

The information presented here was acquired by UL from the producer of the product or material or original information provider. However, UL
assumes no responsibility or liability for the accuracy of the information contained on this website and strongly encourages that upon final product
or material selection information is validated with the manufacturer. This website provides links to other websites owned by third parties. The
content of such third party sites is not within our control, and we cannot and will not take responsibility for the information or content.

Document Created:  Monday, December 15, 2025
Added to Prospector:  February 2022

Last Updated:  10/9/2025

http://www.ulprospector.com
https://www.askchemille.com/grade/polifor-cl3-gf30-154191?gradecd=polifor+cl3+gf%2f30&u=0&culture=en-us
https://materials.ulprospector.com/datasheet/e181647?PS=ULYC&PE=309083
https://materials.ulprospector.com/datasheet/e290826?PS=ULYC&PE=309083
https://materials.ulprospector.com/search/qm?CASE=ULYC&SS=ULYellowCard&QM=84959:50|90|6531|3115|217|3124|3467|442|535|8026|877|951|3171|1799|2100|2101|2339|2354|2355|2370|3578|3235|6442|2622|2639|2641|2660|3259
https://materials.ulprospector.com/search/qm?CASE=ULYC&SS=ULYellowCard&QM=84963:925|1567|1568|1571|1572
http://www.ulprospector.com

