
 
 

MATERIAL DATA SUMMARY  

 
 

Although Mexichem / Alphagary believes these data are accurate as of the date hereof, they are provided for informational purposes only.  It cannot be assumed that these data cover all uses, 
applications or conditions in connection with this material.  Accordingly, Mexichem / Alphagary makes no warranty, expressed or implied, that the product conforms to these data.  Each 
customer or user of our materials is solely responsible for determining the suitability of the material(s) selected for the intended application.  Each customer or user must conduct its own studies 
and gain all necessary approvals and certifications as required for the intended finished product. 

 

956110 
ALPHAMED 2212 C2B/H-118 
 
ALPHAMED 2212C2B is a rigid PVC compound designed for injection molding applications 
 
___________________________________________________________________________________ 
 
 
Specific Gravity    1.31  ASTM D 792 
 
Durometer, 15 sec  77D  ASTM D 2240 
 
Tensile Strength, psi  6,650  ASTM D 638 
 
Flexural Modulus  350,700 ASTM D 790 
 
 
 
 
 
NOTE:   The data shown here is a summary of information about this material.  There may be other 
features available or another material altogether that would be a better solution for your application(s).  
Therefore, we encourage you to speak with a member of our technical sales team who can provide 
additional information and advice.   
 
For full technical detail on this material, or for a safety data sheet, please contact us: 
 
enquiries@alphagary.com 
consultasmc@mexichem.com 
 
Alphagary phone numbers: 

 
 

Colombia +57 India +91 Mexico +52 United Kingdom +44 United States +1 
1 782 5060 776 995 9734 

982 119 3879 
(55) 5366 4000 Chinley: 01663 750221 

Melton Mowbray: 01664 502222 
Denver:  800 462 4781 
Leominster: 978 537 8071 
Pineville:  704 889 7821 


