
Data Emissione: 

Edition:

Lega PC-ABS, elevata termoresistenza, buona resistenza all'urto.

PC-ABS blend, high thermal resistance, good impact resistance.

Caratteristiche Characteristics Metodi Unità Valori
Test Method Unit Value

Fisiche Physical

M.F.R.    M.F.R. 260°C / 5 Kg ISO 1133 g/10 min 27

Densità Density ISO 1183 g/cm3
1,15

Ritiro allo stampaggio Mould shrinkage ISO 2577 % 0,5 - 0,7

Meccaniche Mechanical

Modulo a flessione Flexural modulus 23°C ISO 178 MPa 2300

Izod con intaglio Izod notched 23°C ISO 180/A kJ/m² 30

Termiche Thermal

Vicat Vicat  10 N - 120°C/h ISO 306 °C 130

Vicat  Vicat 50 N - 120°C/h ISO 306 °C 118

Autoestinguenza Flammability

Autoestinguenza Flammability 1,6mm UL 94 Classe HB

Autoestinguenza Flammability 3,2mm UL 94 Classe HB

Condizioni orientative di processo: Typical process conditions:
Temperatura di stampaggio: Injection molding temperature: 250 - 280°C
Temperatura stampo: Mould temperature: 50 - 80°C
Pressione di iniezione: Injection pressure: 
Contropressione: Back pressure:
Velocità di iniezione: Injection Speed: 
Temperatura Essiccamento: Drying Temperature: 100°C
Tempo di Essicamento (ore): Drying Time (hours):  4

Questo prodotto deve essere essiccato prima di essere utilizzato. 
L'umidità residua deve essere inferiore allo 0,02% nei granuli.
Si raccomanda di conservare il prodotto in un luogo coperto, al riparo da umidità e fonti di calore.

This product must to be dried before processing and the residual moisture must be less than 0.02 % 

in the granules. 

It is recommended to store the product in a covered place at safe from moisture and heat sources.

I valori e le informazioni riportate sono dati in buona fede, al meglio delle nostre conoscenze attuali,

hanno carattere informativo e non hanno valore vincolante.

The information contained herein was obtained from test carried out in our laboratory and must 

therefore be considered indicative and not binding.
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