
HG010 
 

POLYPROPYLENE, HOMOPOLYMER FOR GENERAL PURPOSES    

 

Compared to a pellet-form polypropylene, Valtec could present advantages in terms of improved 

productivity, better processing and lower energy consumption. Valtec HG010 is a homopolymer for general 

purposes.  

The base resin in this product meets the requirements of the FDA contained in the Code of Federal 

Regulations in 21 CFR 177.1520.  

 
Features:             Typical Applications: 
 

 Improved mechanical and physical properties  General purpose injection 

 Improved gloss and finish  Toys 
  Caps 

                                                                                  Small housewares 
  Safety equipment injection  

 

Valtec HG010: POLYPROPYLENE HOMOPOLYMER FOR GENERAL PURPOSES  

Typical resin properties (a) Typical Value ASTM Method(b) 
   
- Melt Flow Rate, dg/min 6.0 D1238 
- Tensile strength at yield, psi (N/mm2) 4,930 (34)                     D638 
- Elongation at yield, % 10                  D638 
- Notched Izod Impact strength at 73°F, ft-lb/in (J/m) 0.55 (29.4) D256A 
- Flexural Modulus, psi (N/mm2) 203,000 (1,400) D790 
- Density, g/cm3 0.9 D792 
- Heat deflection temperature at 66 psi (0.46 N/mm2), °F (°C) 212 (100) D648 
 

(a) Values shown are averages not to be construed as product specifications.  These values may sift as additional data are accumulated.  
(b) ASTM methods are the latest under the Society's current procedures.  All specimens are prepared by injection molding. 
 
Indelpro makes no representations or warranties and there are no conditions with respect to the accuracy, reliability, or app lication of the information herein, its products or the safety or suitability 
thereof, or results obtained, whether expressed or implied including, without limitation, any implied warranty of merchantability or fitness for a particular purpose.  Buyers and users must determine 
the results to be obtained from the application of the information herein and the safety and suitability of Indelpro's products for their own purposes, and assume all risk, responsibility, and liability for 
all injuries, losses, or damages arising from the application of the information herein or use of Indelpro's products, whether or not occasioned by Indelpro's negligence or based on strict product 
liability.  Indelpro neither assumes nor authorizes any person to assume for it any liability in connection with the use of the information herein or its products. 
 

TM Valtec is a trademark of Basell Polyolefins Incorporated                                                                                                                                                                    Impreso en México 
Made in Mexico under the specifications of Basell Polyolefins                                                                                                                                                                                        31/01/14 

 


